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MODEL VSC/900 

Vector Signal Inputs 

X & Y Analog Deflection Inputs (2) 
Balanced or Unbalanced, 1 to 30 V p-p, loop-
 through, Impedance > 7K ohm 
Offset range: +/- 50% of input 
Signal Inversion 

Z Analog Intensity Inputs (4) (red, green, blue, 
and monochrome) 

Balanced or Unbalanced, 0.5 to 20 V p-p, loop-
 through, Impedance > 7K ohm 
Signal Inversion 

Z Digital Intensity Inputs (1) (monochrome) 
TTL or Differential TTL (RS-422) 
Signal Inversion 

Stroke/Raster Input 
TTL or Differential TTL (RS-422) 
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Video Signal Inputs and Outputs 

Analog, Composite with color burst (CVBS) – 
BNC Connector (1 in, 1 out) 

Analog, RGB or monochrome (Sync on green or 
separate H & V), or Analog, YPrPb – VGA 
Connector (1 In, 2x out) 

Digital DVI, Single-Link – DVI Connector (1 in, 
 2x out) 
Digital SDI– BNC Connector (1 In, 1 out) 

Size:  19”x12”x1.75” 
Weight: 6.2 Lbs. 
Power:  110 to 240 VAC, 50-400 Hz. 75 W 

Video Standards Supported 

 NTSC PAL STANAG(ABC) RS-343(675,729,875 lines) 
 VGA (640x480) SVGA (800x600) XGA (1024x768) 
 SXGA (1280x1024) SXGA+ (1400x1050) UXGA (1600x1200) 
 WUXGA (1920x1200) HDTV 720P HDTV 1080I  
 HDTV 1080P 
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